CONDUIT BODIES (XW)

CD 0223

XwW

Conduit Bodies

TYPEC

NOMINAL XW ITEM NO L H w H1 D SOCKET DEPTH VOLUME WEIGHT
SIZE TYPE [ABOVEGROUND| |NCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | CUIN (CM3) | LBS  (KG)
O | 34" XW | 07C-XW-C 9" (229) | 2.125" (54) [1.8125" (46) | 1.125" (29) | 1.435" (36.449) 2" (51) | 13.90" (228) | 0.70 (0.32)
O 1" XW 10C-XW-C 9" (229) | 2.125" (54) |1.8125" (46) | 1.125" (29) |1.700" (43.18)| 2 (51) | 13.90" (228) | 0.70 (0.32)
O | 1-14" Xw 12C-XW-C | 105" (267) |2.8125" (71) | 25"  (64) | 1.195" (30) |2.045" (51.943)| 2 (51) | 32.00" (524) | 1.20 (0.54)
O | 1-1/2"  Xw 15C-XW-C | 10.5" (267) |2.8125" (71) | 2.5"  (64) | 1.195" (30) |2.285" (58.039) 2" (51) | 32.00" (524) | 1.10 (0.50)
O | 2° XW | 20D-XW-C | 14.25" (362) |3.5625" (90) | 3.125" (79) | 1.75"  (44) | 2.525" (64.135) 3" (76) | 70.75" (1,160) | 2.50  (1.13)
O | 2-172" XW | 25D-XW-C | 19.25" (489) |4.6875" (119) |4.6875" (119) | 2.25" (57) |3.025" (76.835) 3" (76) |70.75" (1,160) | 2.50 (1.13)
O | 3  XW | 30D-XW-C |19.25" (489) |4.6875" (119) |4.6875" (119) | 2.25" (57) | 3.525" (89.535) 3" (76) |425.00" (6,964) | 4.24 (1.92)
O [3-1/2" XW | 30D-XW-C | 21.5" (546) | 55" (140) |5.875" (149) | 3" (76) | 4.025" (102.235) 3" (76) |425.00" (6,964) | 4.24 (1.92)
O | 4  XW | 40D-XW-C | 21.5" (546) | 55" (140) | 5.875" (149) | 3" (76) | 4.525" (114.935) 3" (76) |425.00" (6,964) | 4.24 (1.92)
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NOMINAL XW ITEM NO H ] H1 H2 D VOLUME WEIGHT
SIZE TYPE | ABOVEGROUND | [NCH (MM) [ INCH (MM) | INCH (MM) [ INCH (MM) | INCH (MM) [ INCH (MM) | CUIN (CM3) | LBS  (KG)
O | 34" XW | 07C-XW-LB 75" (191) | 2125" (54) |1.8125" (46) | 1.125" (29) |4.0625" (103) | 1.435" (36) | 13.90" (228) | 0.70 (0.32)
O | 1" XW | 10C-XW-LB 75" (191) | 2.125" (54) [1.8125" (46) | 1.125" (29) [4.0625" (103) | 1.700" (43) | 13.90" (228) | 0.70  (0.32)
O | 114" XW | 12C-XW-LB 9" (229) |2.8125" (71) | 2.5"  (64) | 1.195" (30) |4.325" (110) | 2.045" (52) |32.00" (524) | 1.20 (0.54)
O [1-1/2° XW | 15C-XW-LB 9" (229) |2.8125" (71) | 2.5  (64) | 1.195" (30) |4.325" (110) | 2.285" (58) | 32.00" (524) | 1.10  (0.50)
O | 2 XW | 20D-XW-LB | 11.75" (298) |3.5625" (90) | 3.125" (79) | 1.75"  (44) |6.6875" (170) | 2.525" (64) | 70.75" (1,160) | 2.50  (1.13)
O [2-1/2" XW | 25D-XW-LB |16.625" (422) |4.6875" (119) |4.6875" (119) | 2.25"  (57) |8.0625" (205) | 3.025" (77) | 70.75" (1,160) | 2.50 (1.13)
O | 3 XW | 30D-XW-LB |16.625" (422) |4.6875" (119) |4.6875" (119) | 2.25" (57) |8.0625" (205) |3.525" (90) |425.00" (6,964) | 4.25 (1.92)
O |3-1/2" XW | 30D-XW-LB |19.375" (492) | 55" (140) | 5.875" (149) | 3" (76) |8.0625" (205) | 4.025" (102) (425.00" (6,964) | 4.25 (1.92)
O | 4 XW | 40D-XW-LB |19.375" (492) | 55" (140) | 5.875" (149) | 3" (76) |8.0625" (205) |4.525" (115) |425.00" (6,964) | 4.25 (1.92)
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XW Conduit Bodies (XW) cont. CD 0223

TYPELL
NOMINAL XW ITEM NO L H w wi H1 D VOLUME WEIGHT
SIZE TYPE | ABOVEGROUND | |NCH (MM) | INCH (MM) | INCH (MM) [ INCH (MM) | INCH (MM) | INCH (MM) | CUIN (CM3) | LBS  (KG)
O | 34 XW | 07C-XW-LL 75" (191) | 2.125" (54) |1.8125" (46) |3.3125" (84) | 1.125" (29) | 1.435" (36) | 13.90" (228) | 0.70 (0.32)
O 1" XW | 10C-XW-LL 75" (191) | 2.125" (54) |1.8125" (46) |3.3125" (84) | 1.125" (29) | 1.700" (43) | 13.90" (228) | 0.70 (0.32)
O | 1-1/4"  XW | 12C-XW-LL 9" (229) | 2.825" (72) | 25"  (64) |4.4375" (113) | 1.195" (30) | 2.045" (52) |32.00" (524) | 1.20 (0.54)
O | 1-1/2"  XW | 15C-XW-LL 9" (229) | 2.825" (72) | 25"  (64) [4.4375" (113) | 1.195" (30) |2.285" (58) |32.00" (524) | 1.10  (0.50)
O | 2 XW | 20D-XW-LL | 11.75" (298) {3.5625" (90) | 3.125" (79) | 6.25" (159) | 1.75"  (44) |2.525" (64) |70.75" (1,160) | 2.50 (1.13)
O |2-1/2" XW | 25D-XW-LL |16.625" (422) |4.6875" (119) [4.6875" (119) [8.0625" (205) | 2.25" (57) |3.025" (77) | 70.75" (1,160) | 2.50 (1.13)
O | 3 XW | 30D-XW-LL |[16.625" (422) |4.6875" (119) |4.6875" (119) [8.0625" (205) | 2.25" (57) |3.525" (90) [425.00" (6,964) | 4.24 (1.92)
O |3-1/2" XW | 35D-XW-LL [19.375" (492) | 55" (140) | 5.875" (149) | 8.625" (219) | 3" (76) | 4.025" (102) [425.00" (6,964) | 4.24 (1.92)
O | 4  XW | 40D-XW-LL [19.375" (492) | 5.5" (140) | 5.875" (149) |8.625" (219) | 3" (76) | 4.525" (115) [425.00" (6,964) | 4.24 (1.92)
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NOMINAL XW ITEM NO H w wi H1 D VOLUME WEIGHT
SIZE  TYPE | ABOVEGROUND | INCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | CUIN (cm3) | LBS  (KG)
3/4"  XW | 07C-XW-LR 9" (229) | 2.125" (54) |1.8125" (46) [3.3125" (84) | 1.125" (29) | 1.435" (36) | 13.90" (228) | 0.70 (0.32)
1" XW | 10C-XW-LR 9" (229) | 2.125" (54) |1.8125" (46) [3.3125" (84) | 1.125" (29) | 1.700" (43) | 13.90" (228) | 0.70 (0.32)
1-1/8"  XW | 12C-XW-LR | 10.5" (267) |2.8125" (71) | 25"  (64) [4.4375" (113) | 1.195" (30) |2.045" (52) |32.00" (524) | 1.20  (0.54)
1-1/2"  XW | 15C-XW-LR | 10.5" (267) |2.8125" (71) | 2.5"  (64) [4.4375" (113) | 1.195" (30) |2.285" (58) |32.00" (524) | 1.10 (0.50)
2" XW | 20D-XW-LR |14.25" (362) |3.5625" (90) | 3.125" (79) | 6.25" (159) | 1.75"  (44) |2.525" (64) |70.75" (1,160) | 2.50 (1.13)
2-1/2" XW | 25D-XW-LR | 19.25" (489) |4.6875" (119) |4.6875" (119) |8.0625" (205) | 2.25" (57) |3.025" (77) |70.75" (1,160)| 2.50 (1.13)
3" XW | 30D-XW-LR | 19.25" (489) |4.6875" (119) |4.6875" (119) |8.0625" (205) | 2.25"  (57) |3.525" (90) [425.00" (6,964) | 4.24 (1.92)
3-1/2" XW | 35D-XW-LR | 21.5" (546) | 5.5" (140) | 5.875" (149) | 8.625" (219) | 3" (76) | 4.025" (102) |425.00" (6,964) | 4.24 (1.92)
4" XW | 40C-XW-LR | 21.5" (546) | 55" (140) | 5.875" (149) | 8.625" (219) | 3" (76) | 4.525" (115) [425.00" (6,964) | 4.24 (1.92)
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CONDUIT BODIES (XW)



CONDUIT BODIES (XW)

CD 0223 Conduit Bodies (XW) cont. XW

TYPET
NOMINAL XW ITEM NO L H ] w1 H1 D VOLUME WEIGHT
SIZE TYPE |ABOVEGROUND | [NCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | CUIN (CM3) | LBS  (KG)
O | 34 Xw 07C-XW-T 9" (229) | 2.125" (54) |1.8125" (46) |3.3125" (84) | 1.125" (29) | 1.435" (36) | 13.90" (228) | 0.70 (0.32)
O 1" XW 10C-XW-T 9" (229) | 2.125" (54) |1.8125" (46) |3.3125" (84) | 1.125" (29) | 1.700" (43) | 13.90" (228) | 0.70 (0.32)
O | 114 Xw 12C-XW-T 10.5"  (267) |2.8125" (71) | 2.5"  (64) |4.4375" (113) | 1.195" (30) |2.045" (52) |32.00" (524) | 1.40 (0.64)
O |1-1/2" XwW 15C-XW-T 105"  (267) |2.8125" (71) | 2.5"  (64) |4.4375" (113) | 1.195" (30) |2.285" (58) | 32.00" (524) | 1.30 (0.59)
Ol 20 Xxw 20D-XW-T | 14.25" (362) |3.5625" (90) | 3.125" (79) | 6.25" (159) | 1.75"  (44) | 2.525" (64) | 70.75" (1,160) | 2.80 (1.27)
O |2-172" Xw 25D-XW-T | 19.25" (489) |4.6875" (119) |4.6875" (119) [8.0625" (205) | 2.25" (57) |3.025" (77) |70.75" (1,160) | 2.50 (1.13)
O] 3 xw 30D-XW-T | 19.25" (489) |4.6875" (119) |4.6875" (119) |8.0625" (205) | 2.25"  (57) | 3.525" (90) |425.00" (6,964) | 4.24 (1.92)
O [3-12" XW 35D-XW-T 215" (546) | 5.5" (140) | 5.875" (149) |8.625" (219) | 3" (76) |4.025" (102) |425.00" (6,964) | 4.24 (1.92)
O] 4 Xxw 40D-XW-T | 21.5" (546) | 5.5" (140) | 5.875" (149) | 8.625" (219) | 3" (76) | 4.525" (115) |425.00" (6,964) | 4.24 (1.92)
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TYPETB
NOMINAL XW ITEM NO L H ] H1 H2 D VOLUME WEIGHT
SIZE TYPE |ABOVEGROUND | |NCH (MM) | INCH (MM) | INCH (MM) [ INCH (MM) [ INCH (MM) | INCH (MM) |CUIN (CM3) | LBS  (KG)
O | 34" XW | 07C-XW-TB 9" (229) | 2.125" (54) |1.8125" (46) | 1.125" (29) |4.0625" (103) | 1.435" (36) | 13.90" (228) | 0.70 (0.32)
O 1" XW | 10C-XW-TB 9" (229) | 2.125" (54) |1.8125" (46) | 1.125" (29) |4.0625" (103) | 1.700" (43) | 13.90" (228) | 0.70  (0.32)
O | 1-1/4" XW | 12C-XW-TB | 10.5" (267) |2.8125" (71) | 2.5"  (64) | 1.195" (30) | 4.325" (110) | 2.045" (52) |32.00" (524) | 1.40  (0.64)
O |1-1/2" XW | 15C-XW-TB | 10.5" (267) |2.8125" (71) | 2.5"  (64) | 1.195" (30) | 4.325" (110) | 2.285" (58) |32.00" (524) | 1.30  (0.59)
O | 2" XW | 20D-XW-TB | 14.25" (362) |3.5625" (90) |3.125" (79) | 1.75"  (44) |6.6875" (170) | 2.525" (64) |70.75" (1,160) | 2.80 (1.27)
O [2-1/2° XW | 25D-XW-TB | 19.25" (489) |4.6875" (119) |4.6875" (119) | 2.25"  (57) |8.0625" (205) | 3.025" (77) | 70.75" (1,160) | 2.50 (1.13)
O | 3 XW | 30D-XW-TB |19.25" (489) |4.6875" (119) |4.6875" (119) | 2.25"  (57) |8.0625" (205) | 3.525" (90) |425.00" (6,964) | 4.24  (1.92)
O [3-1/2" XW | 35D-XW-TB | 21.5" (546) | 55" (140) | 5.875" (149) | 3" (76) |8.0625" (205) | 4.025" (102) [425.00" (6,964) | 4.24 (1.92)
O | 4  XW | 40D-XW-TB | 21.5" (546) | 55" (140) | 5.875" (149) | 3" (76) |8.0625" (205) | 4.525" (115) [425.00" (6,964) | 4.24  (1.92)

i mom)

!

APPROVAL STAMP

88 // Champion Duct® CHAMPlON B400 Spring Stuebner Rd // Spring, TX 77389
FIBERGLASS' P 281.655.8900 // F281.257.2523
info@championfiberglass.com // championfiberglass.com




XW Conduit Bodies (XW) cont. cD 0223
NOMINAL XW ITEM NO L ] wi D VOLUME WEIGHT
SIZE  TYPE | ABOVEGROUND | |NCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | INCH (MM) | CUIN (CM3) | LBS  (KG)
0O | 34" XW | 07C-XW-X 9" (229) | 2.125" (54) |1.8125" (46) [3.3125" (84) | 1.125" (29) | 1.435" (36) | 13.90" (228) | 0.70 (0.32)
o 1" Xw 10C-XW-X 9" (229) | 2.125" (54) [1.8125" (46) |3.3125" (84) | 1.125" (29) | 1.700" (43) | 13.90" (228) | 0.70 (0.32)
0 | 114" XwW 12C-XW-X | 10.5" (267) |2.8125" (71) | 25"  (64) |4.4375" (113) | 1.195" (30) |2.045" (52) |32.00" (524) | 1.60 (0.73)
O | 1-1/2" Xw 15C-XW-X | 10.5" (267) |2.8125" (71) | 25"  (64) |4.4375" (113) | 1.195" (30) | 2.285" (58) |32.00" (524) | 1.50 (0.68)
O | 2°  XW | 20D-XW-X |14.25" (362) |3.5625" (90) |3.125" (79) | 6.25" (159) | 1.75"  (44) | 2.525" (64) | 70.75" (1,160) | 3.00  (1.36)
O |2-1/2" XW | 25D-XW-X | 19.25" (489) |4.6875" (119) |4.6875" (119) |8.0625" (205) | 2.25" (57) |3.025" (77) | 70.75" (1,160) | 2.50 (1.13)
0O | 3 XW | 30D-XW-X |19.25" (489) |4.6875" (119) [4.6875" (119) |8.0625" (205) | 2.25"  (57) | 3.525" (90) |425.00" (6,964)| 4.24 (1.92)
0O |3-1/2" XW | 35D-XW-X | 215" (546) | 5.5" (140) |5.875" (149) | 8.625" (219) | 3"  (76) | 4.025" (102) |425.00" (6,964)| 4.24 (1.92)
O | 4  XW | 40D-XW-X | 215" (546) | 55" (140) |5.875" (149) | 8.625" (219) | 3"  (76) | 4.525" (115) |425.00" (6,964)| 4.24 (1.92)
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NOMINAL IPS ITEM NO o | WEIGHT
SIZE TYPE BELOW GROUND ABOVE GROUND LBS KG
O 38" XW 07A-XW-49-05AXW  07C-XW-49-05CXW | 1.435" (36) 1.225" (31) 2.0" (51) 0.05 (0.02)
O 1 XW 10A-XW-49-07AXW  10C-XW-49-07CXW | 1.700" (43) 1.435" (36) 2.0" (51) 0.07 (0.03)
O 1-1/4" XW 12A-XW-49-10AXW  12C-XW-49-10CXW | 2.045" (52) 1.700" (43) 2.0" (51) 0.1 (0.05)
O 1-1/2" XW 15A-XW-49-12AXW  15C-XW-49-12CXW | 2.285" (58) 2.045" (52) 2.0" (51) 0.12 (0.05)
O 2" XW 20B-XW-49-15AXW  20D-XW-49-15CXW | 2.525" (64) 2.285" (58) 3.0" (76) 0.2 (0.09)
O 2-1/2" XW 25B-XW-49-20BXW  25D-XW-49-20DXW | 3.025" (17) 2.525" (64) 3.0" (76) 0.44 (0.20)
O 3 XW 30B-XW-49-25BXW  30D-XW-49-25DXW | 3.525" (90) 3.025" (17) 3.0" (76) 0.54 (0.24)
0| 3172 XW 35B-XW-49-30BXW  35D-XW-49-30DXW | 4.025" (102) 3.525" (90) 3.0" (76) 0.63 (0.29)
O 4" XW 40B-XW-49-35BXW  40D-XW-49-35DXW | 4.525" (115) 4.025" (102) 3.0" (76) 0.7 (0.32)
Reducing bushings are used to reduce
the ID of a socket on a conduit body. T T
Reducing bushings are also available o1 D2
in larger reductions and with female
threads. Contact Champion fiberglass
for pricing and part numbers.
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